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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level. 
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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level. 
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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level.
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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level. 
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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level. 
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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level. 
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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level. 
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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level.
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Note: 

The amplitude of spurious emissions which are attenuated by more than 20 dB below the permissible 

value has no need to be reported. 

Emission level (dBuV/m) = 20 log Emission level (uV/m). 

Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level. 
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